CERTIFICATION OF HAZARD ASSESSMENT


	 Supervisor (print): George S. Jackson
	 Assessment Date(s): 05/30/2012

	 Signature:
	 Location(s) posted: B23


	Hazards
	Task: hands-on work or being within reach(a) of potential hazards of described activity/items:
	Minimum Requirements

	Skin/eye damage burns
	Minimum PPE for any work in room other than desk work
	Shower and eyewash must be available and functional in work area. Skin cover to throat/wrists/ankles closed shoes, safety glasses, and chemical resistant gloves(f). Add a lab coat if chemicals are in use.

	Skin/eye damage
	Volume > 10 mL any unshielded(b) corrosive(c) liquids, organic liquids or liquid mixtures, or toxic(d) inorganic liquids/mixtures. Specifically, small volumes of dilute acid are occasionally handled in this room. 
	Splash goggles, chemical resistant gloves(e), lab coat, skin cover to knees/elbows/throat, closed shoes with socks.  Work in hood located in Room B24 if necessary.  Shower and eyewash must be available in work area and are located in Room B24. Leave the door open between Room B23 and B24 at all times. 


NOTES

(a)
Being within reach of potential hazards: "within reach" varies widely depending on scale and conditions of work and will be judged by affected staff in each room.

(b)
Unshielded: not behind a drawn hood sash or blast shield.

(c)
Corrosive: pH ( 12 or pH ( 2.5

(d)
Toxic: having any poisonous or irritating effects to human tissue or human health. 

(e)
Chemical resistant gloves: glove thickness, length, and material must be chosen carefully and will be specific to the chemicals/mixtures used and the process conditions.
(f) Chemical resistant gloves: glove thickness, length, and material must be chosen carefully and will be specific to the chemicals/mixtures used in the process conditions.
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